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Technical Information

Ultramix

Capacity

5 - 7000 litres.

Materials of Construction

All wetted parts in 316L stainless steel. Special materials on request.

Motor Specification

TEFV and ATEX approved Flameproof motors are available as standard.

Mounting

Stainless steel flange fitting is available as standard.

Sealing

V-ring shaft seal as standard.

Cleaning

Clean-In-Place (CIP) design. Simple, easy-to-clean construction.
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Technical Information

The dimensions shown are approximate only and certified diagrams should be used for installation purposes.
Silverson reserves the right to change dimensions and specifications without notice.

Ultramix

Model kW RPM A B C Flange D E F 

U1 0.75 3000 47.75 559 520 3 191 152 4 x 19

U2 1.5 3000 57 660 560 4 229 191 8 x 19

U4 2.2 3000 70 1041 608 4 229 191 8 x 19

U6 5.5 3000 82.5 1397 840 6 279 241 8 x 22

U7 7.5 3000 89 1397 777 6 279 241 8 x 22

U9 5.5 1500 114 1828 777 6 279 241 8 x 22

U10 15 3000 114 1828 1032 8 343 298 8 x 22

U11 11 1500 127 1828 1032 8 343 298 8 x 22

U15 15 1500 150 1828 1146 10 343 298 8 x 22


